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The Albatross 3000X 9-13 Automatic is a 
combined ADF helmet and a grinding visor. 
The ADF is fitted in a flip up front which opens 
to a panoramic grinding visor (grade B impact 
resistance) when lifted. The ADF offers a 
shade setting between DIN 9 and DIN 13.

Albatross 3000X 9-13 

Automatic Standard

Albatross 3000X 9-13 

Automatic prepared for fresh air

Extremely lightweight shell which offers a high 
level of protection, and increased comfort to the 
welder.

The large clear inner visor has a very wide field 
of vision, which is suitable for grinding (EN 166B) 

The flip front visor has a 90mm x 110mm 9-13 
Automatic Darkening welding filter, making this a 
helmet for both grinding and welding

The helmet can also be used for heavy-duty 
welding with high amps

New robust head gear with extra benefits; 
comfort pivot pad, large adjustment ratchet, and 
comfort sweat band

The helmet has a very simple and fast removal 
and replacement of the large clear visor and the 
90 x 110 welding filter
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0700 000 945

0700 000 944
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Viewing area 96 x 42 mm
Weight (ADF) 99g with inner protection lens
Open state shade 4
Closed state shade 9-13
Shade adjustment – Internal Potentiometer
Sensitivity adjustment – Internal Variable
Delay adjustment – Internal Variable
Switching time at +25ºC :    0.0005ms
Clearing time :                      0.1 – 1.0s
UV / IR Protection :               UV15 / IR14
Temperature Range :           -5 / +55 Degrees C
TIG detection :                      >20amps
Energy supply – Solar Cells / No battery charge
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ESAB offers a wide range of accessories. The complete range, 
along with product information, is available at our local web-sites, 
look at www.esab.com or contact your local ESAB dealer.
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Our commitment and ability to deliver the expected service and 
support starts immediately after the order is confirmed. We 
endeavour to offer our customers an After Sales service, which is 
second to non. A strong and skilful service organisation is 
prepared to offer service and maintenance, calibration, validation 
and upgrading of equipment and software. 

The service organisation will offer standardised solutions for the 
reconditioning or modification of existing products. 

ESAB Sverige AB
Box 8004
402 77 GÖTEBORG
Tel. 031 50 95 00
Fax 031 50 92 22
www.esab.se

1 Visor 90 x 110 

2 Plastic Cover Lens 90 x 110 

3 Spring 90 x 110 

4 Big Lens Albatross 3000X 

5 Head Gear 

6 Spare parts for Head gear 

7 Air Hose Including Adapter 

8 Adapter 

9 Air Tight Seal 

10 Face Seal including Bib 

11 Welding Lens DIN 10 

12 Hinge set for Visor 
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0700 000 101

0160 307 004

0000 595 383

0700 000 102

0700 000 243

0000 500 520

0000 595 239

0349 501 085

0000 595 216

0000 595 178

0760 031 632

0700 000 048


